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CCCut – The solution for the cutting industry 
- Processing of steel, aluminum, plastics, wood and composites etc. 

 
The coatings from CemeCon Scandinavia A/S are at the cutting edge of engineering, and together 
with reliable tool solutions, optimal tool geometries and cutting data, they contribute to a 
reduction of costs. Tools which have been coated or recoated using the CCCut technology retain their 
qualities longer even with increased cutting data. The benefits are reduced production costs along with 
products of a higher and more consistent quality. The right coating can optimize production and prevent 
destructive wear, cold welding,- adhesion,- and galling problems. The highly-trained technicians at 
CemeCon Scandinavia, with their expert knowledge regarding the use of our coating technology, are 
always at your service. 
 
 

 

CrN is a silver-grey coating 
applied at either 180 or 450 
°C. 

CCCut CrN is chosen for processing of nonferrous 

metals such as copper, aluminum and most 

types of plastics. 
CCCut CrN is characterized by most excellent non-adhesive 
qualities, a good toughness and a better than average resistance 
to temperature. 

 

 

TICANOX is a reddish 
brown, purple coating 
applied at 450 °C. 

CCCut TICANOX is chosen for processing of 
adhesive stainless along with soft-, low alloy- and 
adhesive steel products. 
CCCut TICANOX is characterized by good, non-adhesive 
qualities, very high resistance to wear and a below average 
resistance to temperature. 

 

 

HYPERLOX
® 

is a blue-
black, super nitride nano 
composite coating which 
requires a processing 
temperature of 450 °C in 
order to form.

 

CCCut HYPERLOX
®
 is chosen for processing of 

wearing composites and steel in situations when 
abrasive wear is the most common type of wear. 
CCCut HYPERLOX

®
 is characterized by an extremely high 

resistance to wear. In addition, the resistance to temperature is 
way above average. 
 

  

 

SUPER TiN is a nice 
looking, gold colored 
coating applied at 230 °C.

 

CCCut SUPER TiN is often chosen for taps and all-
round usage. Performance wise, however, more 
recent types of coating are better. 
CCCut SUPER TiN is characterized by its all-round coating 
qualities and a resistance to temperature just above average 

 

CCCut Wood is a greyish 
black coating applied at 
450 °C. 
Choose from: 
CCCut Wood Massive 
CCCut Wood Plate 

CCCut Wood is chosen for tools meant for 
processing of massive wood or wood plates 
CCCut Wood is characterized by good, non-adhesive qualities 
and a very high resistance to wear. Its resistance to temperature 
is just below average.   

 
As an add-on service, the subsequent treatment Topfinish can be chosen in order to optimize the surfaces and contributes to an 
easier removal of cuts in situations where this is required. 

 
CCCut N is an invisible/ barely visible surface treatment, which is applied at a temperature less than 180 
°C, Primarily used to enhance the resistance to wear of very sharp cutting edges such as circular cutters, 
long knives or very simple geometries for processing of plastics, films, paper, nonferrous metals and 
other materials, where the sharpness is of vital importance. 


